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MAINTENANCE RELATED PARTSMAINTENANCE RELATED PARTS

STEERING RELATED PARTSSTEERING RELATED PARTS CT125・HUNTER CUB（CT125・HUNTER CUB（JA55/JA65JA55/JA65））

GB350/SGB350/SBODY / DRESS-UP RELATED PARTSBODY / DRESS-UP RELATED PARTS

Vol.24-4

➡➡

This tool is required for
 　　press-fitting the crankshaft 
　　　　into the crankcase.

CRANKSHAFT ASSEMBLY CRANKSHAFT ASSEMBLY 
TOOL RELEASEDTOOL RELEASED！！

※ Specific tool for remove / install bearing when removing / installing crankshaft 

● FOP PRESS-FIT CRANKSHAFT
GROM（JC92）、MONKEY125（JB03）、DAX125（JB04）、
SUPER CUB 110（JA59/JA60/JA61）、SUPER CUB C125

（JA58）、CT125・HUNTER CUB（JA65）、CRF125F（JE03）
etc.

APPLICATION

CRANKSHAFT ASSEMBLY TOOLCRANKSHAFT ASSEMBLY TOOL

For setting the suspension according to various 
conditions such as paved roads, gravel roads, and 
forest roads, and for setting the front fork after 
replacing the rear shock.

INITIAL ADJUSTER SET FOR INITIAL ADJUSTER SET FOR 
CT125 HUNTER CUB FRONT CT125 HUNTER CUB FRONT 
FORKFORK！！ ● ADJUSTER : ALUMINUM MACHINED ALUMITE FINISH

● COLLAR : STEEL WITH CHROME FINISH　● INITIAL ADJUST RANGE : 
JA55 / － 3 ～ +12,  JA65 / － 5 ～ +10　● SOLD IN PAIRS

CT125・HUNTER CUB（JA55/JA65）APPLICATION

INITIAL ADJUSTER SETINITIAL ADJUSTER SET

※ O-ring reusable
※ The initial adjusting range differs between JA55 & JA65 due to stock colloar length difference.

The tool used to adjust the The tool used to adjust the 
adjuster is a 10mm wrench, adjuster is a 10mm wrench, 
and a 19mm socket wrench and a 19mm socket wrench 
to assemble.to assemble.

"S ←→ H" and 
"KITACO" laser 
marked.

10ｍｍ10ｍｍ

19ｍｍ19ｍｍ

ENGINE GUARDENGINE GUARD

● BOLT-ON　●φ 25.4 STEEL WITH BLACK PAINT　● INSTALLING 
BOLT / COLLAR incl.

GB350/S（NC59）APPLICATION

Reducing the damages to the engine 
when falling down

FOR DRESS-UPFOR DRESS-UP
REDUCING DAMAGES WHEN REDUCING DAMAGES WHEN 
FALLING DOWNFALLING DOWN

！！

！！！！

￥8,800674-1452700　　　

PRICECODE

￥7,800502-1470100　　　

PRICECODE

PRICECODE

550-1829000　　　 ￥15,000


